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TP509 Driver Setup Guide

Run the “TP509_Setup.exe” on the disk sent with the printer.
Then click “OK” ( see the following picture).

fc Setup - TP509 Thermal Printer Driver E|E|E]

Welcome to the TP509 Thermal Printer
Driver Setup Wizard
This will install TPSO09 Therrnal Printer Driver on your cormputer,

It is recornmended that you dose all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup,

Mext =

[
w
=
]
o

Then click “Next” ( see the following picture).
15 Setup - TP509 Thermal Printer Driver

License Agreement J
Please read the following important information before continuing. e f

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation,

SOFTWARE LICEMSE AGREEMEMT

IMPORTAMT - PLEASE READ CAREFULLY! The software you are about to download
will b licensed to you, the licenses, on the condition that you agree with us to the
terms and conditions set forth in this legal agreement, PLEASE READ THIS
AGREEMEMNT CAREFULLY, YoOU 'WILL BE BOUND BY THE TERMS OF THIS
AGREEMEMT IF wOU [MSTALL, DOWMNLOAD, COPY, OR OTHERWISE USE THE
SOFTWARE. If wou do not agree to the terms contained in this agreement, please
do not install or download the software, Please record the date of download in
order to activate the limited ninety (907 day watranty (see below ),

(1 accept the agreemert

(¥)1 do not accept the agresment
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Choose “T accept the agreement”, (see the following picture).

o Setup - TP509 Thermal Printer Driver

License Agreement
Please read the following important information before continuing.

Flease read the following License Agreernent. You must accept the terms of this
agreement before continuing with the installation,

SOFTWARE LICEMSE AGREEMEMT

IMPORTAMT - PLEASE READ CAREFULLY! The software you are about to download
will be licensed to you, the licensee, on the condition that you agree with us to the
terms and conditions set forth in this legal agreement, PLEASE READ THIS
AGREEMEMNT CAREFULLY. “OU WILL BE BOUMND BY THE TERMS OF THIS
AGREEMEMT IF YO INSTALL, DOWYNLOAD, COPY, OR OTHERWTISE IISE THE
SOFTWARE, If vou do not agree to the terms contained in this agreement, please
do ot install or download the software, Please record the date of download in
order to activate the limited ninety (900 day warranty (see below),

()1 accept the agresment

(1 do not accept the agreement

Then click “Next” (see the following picture).

I Setup - TP509 Thermal Printer Driver

Select Destination Location H
Yhiere should TPS02 Thermal Printer Criver be installed? o

J Setup will install TRS02 Thermnal Printer Driver into the following folder,

To continue, click Mext, If you would like to select a different folder, click Browse,

| ChArguivios de prograrmash TPSOS0RY

| [ Bronwse, J.

At least 4,6 MB of free disk space is required,

< Back Mext = Canicel
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The driver is installed on the assigned file of C driver by default. If you would like to install on a different
file, please click “Browse” and choose your file, then click “Next” (see the following picture).

1 Setup - TP509 Thermal Printer Driver

Ready to Install

Setup is now ready to begin instaling TPS029 Thermal Printer Driver on your
COMpLIter,

Click Install to continue with the installation, or click Back if vou want to review or
change any settings,

Destination location:
A Arguivos de programash TPSOS0R Y

< Back ]| Instal |[ Cancel I

Then click “Install” (see the following picture).

ilc.-E_l_Setup - TP509 Thermal Printer Driver

Installing ~ 1
Pleaze wait while Setup installs TPS09 Thermal Printer Driver on your cormputer,

Firishing installation.. .

IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIlllllIIIIlli

TPS02 Printer Prinker was created successfully

Zarcel
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Click “OK” (see the following picture).
5! Setup - TP509 Thermal Printer Driver E|E||X|

Completing the TP509 Thermal Printer
Driver Setup Wizard

Setup has finished instaling TPS09 Thermal Printer Driver on
YOUIF COMmpLter,

Click Finish to exit Setup.

Click “Finish”, and the Printing Drive is installed on your computer.
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How to test the communication ports with TP509 Driver?

After installed TP509 driver, follow the steps:
"start"—"settings" —"printers and faxes"—"TP509 Printer"—" Properties"
(see the following picture).

Abrir

Definir como impressora padrdo
Preferéncias de impress8a...

Pausar impressdo

Compartilhamento. ..
Usar impressora off-line

Criar atalho
Excluir
Renomear

Pop up the TP509 properties window (see the following picture).

& TP509 Printer Propriedades

[ Seguranga [ Configuraces do dizpositivo i Abaut . |
Geral | Compartihamento [ Fortas i Avancado |
‘-I ‘_ip
@ TF'EIIIEI Printer |
Local: ‘ |
Coamentaria:

M odelo: TPS03EM

Recurzoz
Cor: Mao Papel dizponivel:
Frente e verso: Nao Printer 58[48] » 3276 mm

Grampeamento: Mao

Yeloco.: Desconhecidola)

Fesolugdo maxima: 203 dpi

Preferéncias de impressﬁn...] [ |mprimir pagina de teste ]

[ ak. H Cancelar ] Aplicar
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Serial Port Configuration
In “TP509 Printer Properties” please switch to “Ports” option to set up the serial communication
interface between printer and computer, such as following picture:

& TP509 Printer Propriedades

Sequranca i Configuracies do dizposit { Abaut . |

i Geral || Compartilharnento Fortas | Ayancado |

5
E’la TPS03 Printer

Imprimir nals] portalz] a seguir. 0z documentos sgfao impressos na
primeira porta livre selecionada.

[

Parta Descrigan TEsz0ra
LI LPT2. Portade IMmpressora
LI LPT3:  Portade Impressora
O comMz Porta serial
- Porta serial

. Porta senial

. Porta senal

159

[ Adicionar porta.. ] [ Excluir parta ] [ LCanfiqurar parta. ..

Alivar suporte bidirecional

[] ativar pool de impress30

] H Cancelar H Aplicar

Choose available COM interface, such as the one shown in above and then click “Configure
Port” for parameter setting.
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Propriedades de COM1

Configuracides de porta |

Bitz por sequndo: | | LN

Bits de dados: | 3

Paridade: | Menhum

Bitz de parada: | 1

\
\
\
\
\
\
\
\

Contrale de fluso: |Hardware V|

[ Restaurar pa\rﬁes ]

@*—a—b—][ Aplicar |

“ Bits per second” is the baud rate of serial port, the option should be same as printer setting, such as the
baud rate of printer is “9600bsp”, the user should choose “9600” at here. ( Factory default baud rate is
9600bps.)

After setting, click “Apply” first, then click “OK”.

Before returning the following picture, please click “Apply” to complete the configuration of serial port.
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| Sequranca i Configuraciies do dispositive | Abaut . |
[ Geral || Compartihamenta Portas | Avancada |

5
E?é TP509 Prirter

Imprimir na(s] portalz] a seguir. 0z documentos serdo impressos na
primeira porta livre selecionada.

[

Parta Descrigan Impressora
LI LPT2. Portade IMmpressora

LI LPT3:  Portade Impressora L4
O comMz Porta serial

O ComM3 Porta serial

O COM4: Porta serial

COM1: Porta serial

L COMS: Parta serial b

[ Adicionar porta.. ] [ Excluir parta ] [ LCanfiqurar parta. ..

Alivar suporte bidirecional

[] ativar pool de impress30

] H Cancelar H Aplicar
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USB Port Configuration

In “TP509 Printer Properties” please switch to “Ports” option to set up the USB communication
interface between printer and computer. Such as the following picture:

& TP509 Printer Propriedades

| Seguranga || Configuracies do dizpositivo { Abaut . |
i Geral I Cormnpartilharnento | Partas | Avangado |

|

E’ g TP503 Printer

Irnprimir nals] portalz] a seguir. Oz documentos serdgfmpressos na
primeira porta livre selecionada.

Porta Descrigan Impresghra
Ul COM2 Parta serial

O COmM3: Porta serial

O com4: Porta serial E
O comi: Porta serial

O COMS: Parta serial

[ 1 FuE. Lol il
IJSB... “irtual printer port fo...  TPS03 Printer

L
[ Adicionar porta... ] [ Exclum ] [ Configurar porta...

Alivar suporte bidirecional

[

[] &tivar pool de impress3o

Ok H Eancm[ Aplicar

Choose the available USB port, such as the one shown in above and then click “Apply” to
complete the configuration of USB port.
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Print test page

When the configuration of communication port is finished, the user could print the test page.
Return to the “General” option in “TP509 Printer Prosperities”, such as the following picture:

& TP509 Printer Propriedades

[ Seguranga i Configuraces do dizpositivo | Abaut . |
Geral | Compartilharnento i Portas i Ayancado |
"'\.I l
=] PS04 Frinter |
Local: | |
LComentarnio:

Modelo:  TPS03EM

Recurzos
Cor: Mao Papel disponivel;
Frente e versa: Nao Printer 58[48] = 3276 mm

Grampeamento; Mao

Weloc.: Desconhecidola)

Rezolugdo maxima: 203 dpi

Preferéncias de impressén...] [ Imprimir pagina de teste ]

[ Ok H Cancelar H Aplicar

Click “Print Test Page” if the printer has connected to the computer and the configuration of
communication port is correct, the printer would execute the print command , then print the test page.
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Other properties and functions setting
The user also could set up the cash drawer operation, please find following instructions:

& TP509 Printer Propriedades

[ Seguranga i Configuraces do dizpositivo | Abaut . |
Geral | Compartilharnento i Portas i Ayancado |

s PS03 Pririter |

Local: | |

LComentarnio:

Modelo:  TPS03EM

Recurzos
Cor: Mao Papel disponivel;
Frente e versa: Nao Printer 58[48] = 3276 mm

Grampeamento; Mao

Weloc.: Desconhecidola)

Rezolugdo maxima: 203 dpi

Preferéncias de impressén...] [ Imprimir pagina de teste ]

[ Ok ][ Cancelar H Aplicar
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Layoul |“F'apel.-"qua|idade|

Orientag3o

() Paizage

Ordem das paginaz

(®) De frente para biés
(") De s para frente

Paginaz por folha:

0k H Cancelar ] Aplicar

& TP509 Printer Preferéncias de impressao

Layout F'apel.-"qualidade|

Selecdo de bandejas

Fonte de papel: Selegdo Automatica A

M idia: Ma Cash Drawer w

Mo Cash Drawer

Cash Drawer Before Printing
Cazh Drawer After Printing

Qk. H Cancelar ] Aplicar

Cash Drawer Setting:
NO Cash Drawer.
Cash Drawer Before Printing.
Cash Drawer After Printing.
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